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Charge Box Capacity Varies by Model

NWRA Rated Size 0.41

Theoretical Cycle Time 28 sec

Total Force Normal 18,300 lbs

Max 19,500 lbs

Ram Face Pressure Normal 20.0 psi

Max 21.5 psi

Ram Face Dimensions W x D 48"x 19"

Ram Penetration 5"

Motor - 3 Phase 208/230/460 VAC 3 hp 

Motor - 1 Phase 230 VAC 3 hp 

Pump Capacity 3 gpm

Hydraulic Reservoir Capacity 14 gal

Hydraulic Cylinder Bore Dia.  (two) 2 1/2" 

Stroke 18"

Rod Dia. 1 1/4"

Operating Pressure Normal 2,250 psi

Max 2,400 psi

Complete Unit UL Listed No

Cram-A-Lot 
X-Press Pack Compactors
DIMENSIONS
XP-3Y-FL 31" 89 3/4" 81" 52 1/4" 21"x 46" 2930 lbs

XP-4Y-FL 31" 98" 81" 58 7/8" 21"x 46" 3050 lbs

XP-6Y-FL 31" 98" 81" 76 7/8" 21"x 46" 3190 lbs

XP-6Y-RL 31" 149 3/4" 78" 68 7/8" 21"x 46" 3475 lbs
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SPECIFICATIONS
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